
Consumables

Machine Codes

Model : Pro 1200 x 2 
Type : Center-engine, High Rider 
   Double Disc Ride-on Trowel
L x W x H : 2690 x 1354 x 1490 mm 
L x W x H : 2690 x 1354 x 1430 mm
Weight : 530 – 580 kg
Rotors : Dual 4 Bladed
Optional : Dual 5 Bladed 
   Dual 6 Bladed
Gearbox : Maintenance Free, Heavy – Duty
   Air Cooled   
Reduction : 1:17
Drive : Torque Converter 
   Triggered HD V-Belt drive 
Trowelling Length : 2580  mm 
Trowelling Width : 1220  mm
Trowelling Area : 2.825 m2 
Trowelling Speed : Variable speed 60 -160 rpm 
 
Fuel Tank : 22 lt.
Water tank : 3 lt.
Gasoline  : B&S Vanguard (31.0 HP)

Stock Code Description
11. PD1200PRO 4BL 1200 DISC 1220mm 3,0mm 4BL
11. PD1200PRO 5BL 1200 DISC 1220mm 3,0mm 5BL
11. PD1200PRO 6BL 1200 DISC 1220mm 3,0mm 6BL
11. PBT1200 BLADE

Standard;
* Dead man’s handle safety switch
* Transport Kit
* Lifting Eyes
* Adjustable operator’s seat
* Water Spraying Kit
* 2- Head Lights

Optional ;
* Seat safety cut off switch 
   (Replaces Dead man’s 
   handle safety switch) 
* Cruise Control
* Hour-Meter

Stock Code Description
10. PRO 1200x2 TC BS31-4BL RIDE-ON TROWEL 31,0HP BS-TORQUE CONVERTER-4 BLADE
10. PRO 1200x2 TC BS31-5BL RIDE-ON TROWEL 31,0HP BS-TORQUE CONVERTER-5 BLADE
10. PRO 1200x2 TC BS31-6BL RIDE-ON TROWEL 31,0HP BS-TORQUE CONVERTER-6 BLADE
10. PRO 1200x2PS TC BS31-4BL RIDE-ON TROWEL HYDRAULIC STEERING 31,0HP BS-TORQUE CON.-  4 BL.
10. PRO 1200x2PS TC BS31-5BL RIDE-ON TROWEL HYDRAULIC STEERING 31,0HP BS-TORQUE CON. - 5 BL.
10. PRO 1200x2PS TC BS31-6BL RIDE-ON TROWEL HYDRAULIC STEERING 31,0HP BS-TORQUE CON. - 6 BL.

* CON. : CONVERTER
* BL. : BLADE
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PRO1200X2
RIDE-ON TROWELS

www.oscar.biz.tr

Dimensions

*Power Steering


